BELT & BUCKET
ELEVATORS

Single or Twin Leg
8/10 t.p.h. per leg (5" Buckets)
12/15 t.p.h. per leg (6" Buckets)
25/30 t.p.h. per leg (8" Buckets)
35/40 t.p.h. per leg (10" Buckets)

All steel construction. Sliding shutter at
each end of boot to give easy access for
cleaning. Ratchet adjuster for simple ten-
sioning of bucket belts.

CHAIN & FLIGHT
CONVEYORS

Capacities 12/15 — 25/30 and 35/40
Tons/hour.
“U" trough construction of 18 guage
_ steel with flanged top for rigidity and
—, with 6 mm thick high density
“Tabopan’ replaceable bottom
lining. Malleable flight scraper
chain with steel side links.Vee
Driving End incorporates Motor
Mounting, Vee belt drive to
countershaft, chain drive to main
shaft and overall guard.













Spare Parts Supplied & Fitted for Rutherfords of
Coldstream Grain Handling Equipment.

20/4 Grain Cleaners

30/6 Grain Cleaners
Grain/Stone Separators
Barley De-awners

Heavy Duty Sieve Units
Dust Extraction Fan Units
Chain & Flight Conveyors
Deep Flight Conveyors
Flow & Return Conveyors
Belt Conveyors

Conveyor Accessories
Mechanical Intake Units
Grain Ducting & Accessories
Belt & Bucket Elevators
Grain Samplers

www.rutherfordsofcoldstream.co.uk
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